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WILLIAMSON COUNTY
FAP 331 (IL 13)
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PROPOSED SUBBASE GRANULAR MATERIAL, TYPE A 8”
PROPOSED SUBBASE GRANULAR MATERIAL, TYPE C
HOT-MIX ASPHALT BINDER COURSE, NSO, 1-19.0%

HOT-MIX ASPHALT SURFACE COURSE, MIX C, N7T0 3" max ¥
POLYMERIZED HMA BINDER COURSE, N105, IL-19.0, 2%”%‘é
POLYMERIZED HMA SURFACE COURSE, MIX E, Ni0S, 1V/,"”

3k FOR INFORMATION ONLY - NOT PAY ITEMS
SEE MIX DESIGN TABLES FOR MORE INFORMATION
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TO BE USED:
STA 852+63.47 TO STA 854+54.00

EXISTING SUBBASE GRANULAR MATERIAL, TYPE A 4"

EXISTING PCC PAVEMENT 107
EXISTING HOT-MIX ASPHALT OVERLAY 34"
EXISTING HOT-MIX ASPHALT SHOULDER 8"
EXISTING CONCRETE MEDIAN SURFACE 4"
EXISTING COMBINATION C&G TYPE B-6.12
EXISTING BARRIER CURB, SPECIAL
EXISTING COMBINATION C&G TYPE B-6.24
EXISTING SOLID MEDIAN, SB-6.06

EXISTING PCC PAVEMENT 13"
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EXISTING SUBBASE GRANULAR MATERIAL, TYPE A 7
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/| PROPOSED PAVEMENT REMOVAL

E§\§§3 PROPOSED PAVED SHOULDER REMOVAL
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PROPOSED COMBINATION C&G REMOVAL

PROPOSED HMA SURFACE REMOVAL

WAL\
@é@%@

12 FT 13 FT L VARIABLE N B 12 FT 1 12 FT
WBL WBL EBL
/ /
/ / / \ \
/ // / // N \ \ \ \\ \ \
/ / / / \ N\ \ NN
/) s T /N NN\ MATeH Ex
// LS54 4 4 ~ ‘_"QL‘M‘ - ﬁi\ AN L. WA | 4
e ~——1——~/f——*7‘| -=7—1 - A e
S A /. Tooo-- ’ el LN
- bl EhupyAbapuly Subul SRR SEPEE RS S — — e T fL N i W G S et
Ay / /7/ / 7/ / / \ \ \\ \i \ \K -
/ / / \ \ \ \
/ / / // / / \ \ \\
/ / / \\ \

LEGEND

PROPOSED
PROPOSED
PROPOSED
PROPOSED
PROPOSED
PROPOSED
PROPOSED
PROPOSED
PROPOSED
PROPOSED
PROPOSED
PROPOSED
PROPOSED
PROPOSED

SIBISIOICIGIOIOICIOINIGIOIS

HOT-MIX ASPHALT SURFACE REMOVAL, 15"

SUBBASE GRANULAR MATERIAL, TYPE A 8"

SUBBASE GRANULAR MATERIAL, TYPE C

HOT-MIX ASPHALT PAVEMENT (FULL-DEPTH), 14%4"

HOT-MIX ASPHALT SHOULDERS, 8"

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24
POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “E”, N105, 1/3"
CONCRETE MEDIAN SURFACE 4"

SUBBASE GRANULAR MATERIAL, TYPE A 6"

PORTLAND CEMENT CONCRETE PAVEMENT 10”

CONCRETE MEDIAN, TYPE SB-6.06

PORTLAND CEMENT CONCRETE SIDEWALK, 5"

HOT-MIX ASPHALT SURFACE REMOVAL, 34"

POLYMERIZED LEVELING BINDER (MACHINE METHOD), N105, 13"

PROPOSED MEDIAN REMOVAL

PROPOSED MEDIAN SURFACE REMOVAL
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COUNTY  |SHEETS

1 SHEET
SECTION NO.

331 (1X-DR-1,RS-2,N-2,TS-3 WILLTAMSON 167 20
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